
Transit
Bus & Train Wraps

Bus wraps are a way to deliver
promotional messages to a
mass audience.

Pressure-sensitive base film and
overlaminate for bus wraps must
be able to endure a variety of
tough environmental conditions -
UV rays, moisture, temperature
extremes, and abrasion - 24
hours a day, 7 days a week for
up to 12 months. Specially
formulated pressure-sensitive
adhesives are designed to bond
well to fiberglass, painted metal
and stainless steel surfaces
while being cleanly removable
for up to one year.

End-Use Applications:
Bus Wraps
Train Wraps
Bus Posters
Shuttle bus and box truck wraps

For more information on
FLEXcon's
pressure-sensitive film
solutions for Transit contact
your local Sales
Representative or our
Product Branding Business
Team at (508) 885-8370.

Product ID #: FLX066181

Product: FLEXcon® HX5000
with HOV-X Technology™

Benefits:
● 4.0 mil flexible white opaque vinyl

conforms to flat, simple and
compound curved and non-riveted
surfaces

● Film possesses good opacity for
hiding previous graphics and
painted surfaces

● Printable via UV and solvent inkjet,
UV and solvent screen, and is HP
Latex compatible

● Slideable, repositionable
removable adhesive, HOV-X
Technology™, is a light contact
system that allows graphics to
"hover/float" over the application
surface until firm pressure is
applied

● Adhesive adheres well to painted
metal and stainless steel

● Adhesive is cleanly removable for
up to one year from most smooth
OEM surfaces. This product will
not damage paint on sound OEM
or repainted bus surfaces.*

● Backed with a 100-lb. air egress
(non-logoed) release liner that
reduces entrapment of air

● Designed to be overlaminated with
FLEXcon® BUSart™ OV5055 (2
mil clear cast vinyl overlaminate)
for protection of graphics against
abrasion and bus/train cleaning

Product is designed to be overlaminated with FLEXcon® BUSart™
OV5055 (2 mil clear cast). Please click here to view the Technical Guide
and Application Instructions for FLEXcon® HX5000 with HOV-X
Technology™.

NOTE: FLEXcon® BUSart™ AIRegrs, FLEXcon® BUSmark® AIRegrs,
FLEXcon® FLEXmark® Promotional Advertising Films, and FLEXcon®
HX5000 series are subject to use restrictions pursuant to a license
agreement that covers the air egress liner used in those products.
For details, please visit www.FLEXcon.com/airegresslicense
*Sound paint surface is defined as possessing a 20 lb. per inch minimum
peel bond between the paint and paint-receptive surface.
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FLEXcon® HX5000
with HOV-X Technology™

PRODUCT DATA VALUE TEST METHOD

Physical Properties

Thickness (Mils[microns]) Film 4.0 (102) +/- 10% ASTM D 3652 (Modified for use with
non-tape products)Adhesive 1.0-1.1 (25-28) +/- 0.1 (3)

Liner 7.5 (191) +/- 10%

Dimensional Stability (%) MD 0.75 Applied Shrinkage: 24 hour dwell
time on aluminum panel then 24
hours at 160°F (71°C)

TD 0.50

Adhesion Properties

Ultimate Peel from Average ASTM D 903 (Modified for 72 hour
dwell time)Oz/In (N/m)

Fiberglass 17 (187)

Painted Metal 18 (198)

Stainless Steel 25 (275)

Expected Shear ASTM D 3654 Method A
a. 1 hr. dwell
b. 1 sq. in. surface
c. 4 lb. load

Room Temp (hours) Less than 30 minutes

Tack (gm/sq cm) 291 ASTM D 2979

Flammability ASTM E 84 Class I or A Rated

Expected Exterior Life Two years

Removability Up to one year removability from sound paint
surfaces with little or no adhesive residue

Service Temperature Range -40°F to 150°F (-40°C to 65°C)

Minimum Application
Temperature

40°F (4°C)

Storage Stability Two years when stored at 70°F (21°C) and 50%
relative humidity

Product Performance and Suitability

All of the descriptive information, the typical performance data, and recommendations for the use of FLEXcon products shall be used only as a guide and
do not reflect the specification or specification range for any particular property of the product. Furnishing such information is merely an attempt to assist
you after you have indicated your contemplated use and shall in no event constitute a warranty of any kind by FLEXcon. All purchasers of FLEXcon
products shall be responsible for independently determining the suitability of the material for the purpose for which it is purchased. No distributor,
salesman, or representative of FLEXcon is authorized to give any warranty, guaranty, or make any representation in addition or contrary to the above.
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